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VMINISTRY OPF SUPPLY (ICD)

VALVE ELECTRONIC CV3 L.

Specification MAP/CV 366/Issue 2

Dated 14.7.47.

To be read in conjunction with

K1001, ignoring clause 5.3.

SECURITY

Specification Valve

RESTRICTED  JUNCLASSIFIED

———m. Indicetes a change

TYPE OF VALVE - Power Pentode

MARKING
CATHODE ~ Indirectly heated S
5 - Class Ses K1001/k
PROTOTYPE =~ - VX8O16
RATING | BASE
' Note B&G
Heater Voliage v 6e3 :
Heater Current A 0.7 Pin Electrods
Msx.Anode Voltage v 300 1 Heater
Max.Soreen Voltage /V 300 2 Anode
Mutual Conductance (ma/V)| 11.0| A 3 Screan grid
Hax,Anode Dissipa- . 4 'No connection
tion (W) | 90 5 No connection
Max,Screen Dissipa=- 5 Control grid
tion (W) | 1.5 7 Cathode, Supp-
ressor Grid
& Internal
Shield
8 Heater
NOTE DIMENSIONS

A, Measured at Ta = 300

Vgl = =3,0

See drawing on page ,5




- CV366

TESTS

Page 2.

To be performed in addition to those applicable in K100l

1'

2.

Test voltages applied only for sufficient time to obtain

steady read:mg.

Series llmztlng resistance of 0.1 MQ

series limiting resistance of 1.0 M

Test Conditions Test Limits No. Notes
Vh | Va | Vgl | Vgl : “Min] Max. | Tested '
al63lo |o |o |IB (&) | 0.65(0.75 éOO’/o or
bl6.3]| 300] 150 | =3.0 | Ia (za) | 20.0{40.0 |100% 1
ci6.3 360|150 -3.0|gm (ma /V) | 9.2 |14.2 |100% 1
da l6.3] 3001150 |-3.0 | Ig2 (ma) | 4-0 [9.0 100% 1
e 5.5 {300 |150 |-3.0 |Reverse Igl(uA) |- 2.0 100% 1 & 2
£ (6.3 ]300 |150 |-20.0|{Ia Tail  (wA) |~ [r00 -100%
g 16.3120 |20 | 20 {1e = (ma)|180 | - | 100%
h {6.3 | Cathode 150V. [H/C ) |- 80 100% 3
+ve to heater |Leakage
NOTES




PAGE 3

CV366

GLASS ENVELOPE

i [ AN

AND SPIGOT— |

NICKEL PLATED
BRASS.

NOTES :-

——

29 DIA. MAX,

TN

885 MAX.

S2 DIA.MAX,

(SeEE NOTE 1)

I MAX. DIMENSION

o.iz.
c. DIMENSIONS

ST IN KIOOI A T¥
DOES NOT APPLY.

IN  MILLIMETRES.

PINS, SILVER
PLATED CHROME
IRON.




