rm! Marconi MHL4

ArerROXMATE DAt 200 Triode
FILAMENT VoLTS 40
Amp . . . .
(avent Comsenr 0" Marconi MHL4 is a medium impedance
ax Avoe Dissipamion - 40 Werrs triode used as audio frequency ampli-
AnpuiFicaTion Facror 20 @ §) . .
mpesance 8000.0uws 0" fier, phase reversing valve, oscillator,
T Wurua Conouerance 254§ £0.Y 150

etc. In general, its chief use lies in
stages where the M valve of the MH4I
or MH4 is too high for the circuit re-
quirements. Bias resistance 850 ohms.
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[l ] 1 (metallised valve).
J G—E 4.27upuF
s Vi MY G—A 3.37uuF
fHHS A—E | 8uuF
to'u T
,I yaTinN Dimensions : 115x44.5 mm,
7 w4 5 pin base.
- a» a0 . } 4 4 -
GRID VOLTS . 7 / 6
Price
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MMARIS%" ﬂﬂ%’%[fs DAT‘}.‘J,—— M arconi M L4
o] ANODE voLT3 Mk~ 290 Triode
ANODE DISSIPATION MAX+50 WATTS
:%mw%&%ﬁs: Marconi ML4 is a small power output
3 ‘:ﬁ%m-mzazz%r valve. Its chief use is as a driver in
sol& o large power amplifiers. Other uses are
%l «)/__y N oscillator and valve voltmeter (for L.F.
J o only).
N 7 PA ~ As an output valve the bias resistance
20 EJ AN should be 650 ohms and the optimum
N4
3 / / Il Qy___? Pﬁ_im [l load 7000 ohms.
§ JI v %1 Inter-electrode capacities.
! ATy G—E 7.2uuF
0jg 4t + G—A 6.3upF
7 / A A—E 4.5ppF
L7 Dimensions : |15x44.5 mm.
o 5 pin base.
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