
lor Televrsion Type

HORIZONTAL DEFLECTION
AMPLIFIER

61{t{0
42KN6

5KN6
6.3 Volts

3000 Ma
- Seconds

200 Volts

100 Volts
200 Volts

1.0 Pf
44.0 Pf
r.8.0 Pf

770 Volts
6500 Volts
1500 Volts

Beam Power Pentode
(2 Sections in Paral lel)

ELECTRTCAL DATA rzGU
HEATER OPERATION

ff:i:i i*ii-f; ;,;; . : . : : : : : : ; : : : : : : : : : : : : : : : : : : : : : : : : : : : : 
*.:i6

Maximum Heater -Cathode Vo l tage
Heater  Negat ive  w i th  Respect  to  Cathode

T o t a l  D c  a n d  P e a k . . . .  . . . . . . . . . . . . . .  o  . . . . . . . . . . . . . . .
Heater  Pos i t i ve  w i th  Respect  to  Cathode

D C  .  .  .  t  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .
T o t a l  D C  a n d  P e a k . . . . . . . . . . . . . . . .  r . . . . . . .  . . . . . . . .  o . . .  o . . . , . . . . .

DlREcr INTERELECTRODE GAPActrANcEs (Unshietded)
G r i d  t o  P l a t e  .  . .  o  . .  .  .  . .  . .  . .  o  . .  o . .  . .  . .  . . .  . .  .  . . . . .  . . . .  .
I n p u t  . . . . .  o . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  o . . . .  r . . . . . . . . .  o . . . . . . . . . . .
O u t p u t  o  .  .  .  .  o  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  o  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  o  .
RATINGS (Des ign  Max imum Rat ing  Sys tem)
Hor izon ta l  Def lec t ion  Ampl i f ie r  (Sec t ions  in  Para l le l ) r r  r
D C  P l a t e  S u p p l y  V o l t a g e  ( B o o s t  +  D C  P o w e r  S u p p l y )  ( M a x . )  . . .  o . . . . . . . .
P e a k  P o s i t i v e  P u l s e  P l a t e  V o l t a g e  . . . . . . . . . . . . . . . . . . . . . . . . . . .  o . . . . . . . . . . .
P e a k  N e g a t i v e  P u l s e  P l a t e  V o l t a g e  ( M a x . )  . . . . . .  o . . . . . . . . . . . . . . . . . . . . . . ,
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E c l  f o r  l b  :  l S _ f p _ ( 4 p p r o x . ) . . .  . . . . . . . . . . . . . . . . . . . . . . . . .  oINSTANTANEOUS PLATE icnee vALUES (Sections in parailetl
E b : 6 0 V ,  E c Z : l Z S V ,  a n d  E c l : 0 V
f  b  :  800 Ma;  and lc? :  S0 Ma

30 Watts
330 Votts
220 Volts
5.0 Watts
400 Ma

1500 Ma
1.0  Megohm
260 0c

130 Volts
130 Volts
-20 Volts
100 Ma
4.0  Ma

16,000 pm hos
4000 Ohms

4.5
-33 Volts
-  Vol ts

NOTES:
(l) For operation in a 525 line, 30_frame system as described in ,,standards of Good Engineer.ing Practice for Television Broadcait Stationi; Fede_rar communicaiioi"i-J--i"=ion,,,the duty cvcle ot the voltage pulse must not ex-Ceed rs* oi onJ norli"ni"l-=i"-nning cycte.(2) In stages operating wi-ttr q1i<i leak bias, in 

"oEqrat. 
cathode bias resistor or other suit-able means is necessary to protect th6 tune in-ine absence of excitation.(3) Amplification factor wltq 1r1pe operating iJ a iiido. wi*r rio 

"ortJ-6',i1iti 'ptate 
and GridNo. 2 and -20 volts on Grid No. l.'
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AVERAGE PLATE CHARACTERISTICS


